


Customer Benefits

-'E.a'sy han:dl_in:g_-wit}?_i-_eVery usual handling equip
ment '

- Optimally drainable according to VCl-standard, "
less residues more filling good for the user

+ Freight-container compatible dimensions
=

» High variety of types due to different surfaces

and sheet thickneess - >

- The leading packaging especially for aggressive
filling goods

Description:

Material: Steel, 0.60 to 1.20 mm sheet thick-
neess

~=Drum body: Seam welded, two rolling hoops

» Top/Bottom: Round-seamed to body, bungs
G2"and G3/4"

Surface: Painted outside, lacquered inside
upon request

Colour: Upon request

Options: Silk screening, additional reinforcing
corrugations, printed cap seals

Diameter .= Height  ~  Steel Thickness
Internal External Internal External Body Covers
mm mm mm Lo
280 291 358 0,60
30 390 276 | 060 - 060
390 343 0,60
%0 54 583 060 060

585 0,80 0,80
585 851 880 I osonn 0,90
585 0,80 1,00
585 120 1,00 20,60
585 851 | ( 1,20 1,20 21,60

The tight head drum / barrels with international approvals for dangerous goods. This system reduces residues of liquid
substances to less than 50 ml. Many international awards and UN granted.
Internationally available, proven in service worldwide
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